
Modlight70 Pro connecting modul base mounting

Input 24VDC

Base for floor mount
Connection cables are in the online shop under "Connection Technology".

Link til artikel
Billede

Commercial data

Produktet kan afvige fra billedet

ECLASS-6.0 27371232

ECLASS-6.1 27371232

ECLASS-7.0 27371232

ECLASS-8.0 27371232

ECLASS-9.0 27371232

ECLASS-10.1 27371232

ECLASS-11.1 27371232

ECLASS-12.0 27371232

ETIM-5.0 EC001152

ETIM-6.0 EC001152

ETIM-7.0 EC001152

customs tariff number 85319000

GTIN 4048879752473

Pakke-enhed 1

Electrical data | Supply

Operating voltage DC 24 V

Operating voltage DC min. 21,6 V

Operating voltage DC max. 26,4 V

Device protection | Electrical

Degree of protection (EN IEC 60529) IP65

Additional condition protection degree inserted, locked

Mechanical data | Material data

Produkt-PDF til artikel 4000-76070-1100002

Oplysningerne i dette datablad er udarbejdet med størst mulig omhu.
Liability for the correctness completeness and topicality of the information is restricted to gross negligence. Version: 05.05.2024

Murrelektronik ApS | Alexander Foss Gade 13, 1. | 9000 Aalborg | Fon +45 96 35 06 06 | Fax | shop@murrelektronik.dk | shop.murrelektronik.dk

https://shop.murrelektronik.dk/4000-76070-1100002?lang=10


Color housing black

Material housing Plastic

Mechanical data | Mounting data

Height 116 mm

Width 70 mm

Depth 70 mm

Environmental characteristics | Climatic

Operating temperature min. -30 °C

Operating temperature max. 60 °C

Connection type 1

Mounting method bayonet-locking
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